
The colors and textures represented in this document are provided as a reference only.

A new view on
outdoor living

Soltis
Veozip

Natural 7605-51187

Edelweiss  7605-51185

Macadamia 7605-51188

Mistral 7605-51189

Cumulus  7605-51186

Lunar surface 7605-51191 Sea lion 7605-51192 Sea urchin 7605-51193

Tundra 7605-51190

Volcano 7605-51195 Sandalwood  7605-51196 

Shadow 7605-51194

Frost white                          7605-51184

Grey pepper 7605- 51197 Graphite black 7605-51198



Serge Ferrari North America 
954.942.3600      

marketing.us@sergeferrari.com
sergeferrari.com/us-en

Soltis

The technical data above are average values with a +/- 5% tolerance.
The buyer of our products is fully responsible for their application or their transformation concerning any possible third party. The buyer of our products is responsible for their 
implementation and installation in compliance with standards, codes of practice and safety regulations in force in destination countries.
To ensure warranty effectiveness, refer to applicable warranty certificate, available on demand.
The values quoted above represent results of tests performed in compliance with common design practices and are provided for information only to enable customers to make the 
best use of our products. Our products are subject to changes prompted by technological developments. We reserve the right to modify their characteristics at any time. The buyer 
of our products is responsible for checking the validity of the above data.

Applications:  
ZIP blinds (façade and pergola), external blinds, vertical patio 
blinds

  Elegant natural design 
Hemp-based composition for natural fabric 
look and feel 

  Protection 
Filters up to 95% of harmful UV rays and blocks 
wind

   Visibility  
Maintain view while controlling glare

   Durability 
Excellent colorfastness

 Technical properties Standards

Openness 5%

Weight 17.6 oz/sqyd EN ISO 2286-2

Thickness 0.90 mm

Width 114.1/ 125.9 in

Standard length 114.1 in: 45.9 lyds, 125.9 in: 38.2 lyds

 Physical properties

Tensile strength (warp/weft) 286/194 lbs/ in — 250 / 170 daN / 5 cm EN ISO 1421

Tear strength (warp/weft) 56/56 lbs —25 / 25 daN DIN 53.363

 Flame retardancy

Method 1/NFPA 701 — CSFM T19 — Class A/ASTM E84 
CAN/ULC-S109

 Management system

Quality ISO 9001

 Certifications, warranties, recycling

Veozip

Smart Yarn 
Technology
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